
Description 
A fully washable water based Pure Acrylic Low Sheen paint with excellent UV and 
and weather resistance. The acrylic binder provides excellent adhesion to a wide
variety of substrates. Low Sheen is formulated as a good quality, cost effective 
final coat for interior and exterior walls.

Recommended uses
Final coat for interior and exterior walls.

Technical Data
Opacity 94.00%
Viscosity 95-100 Krebb Units

@ 23°C
PH 8.8
SG 1.25kg/l
Scrub Resistance Passes Grade 1
Accelerated Stability  (60℃) Pass
Freeze Thaw Stability Pass
Drying Time 

Touch dry 50 Minutues
Recoating time 2.5 hours
Fully cured 1 week

Average Spreading rate 7m²/l per coat depending on 
substrate porosity and colour

Recommended dry film 55 microns (2 coats at 100 microns
wet film thickness each) 

Flexibility Very Good
Sheen @ 85º 13

Life expectancy of coating (2 coats) Interior: Approx. 8 years
Exterior: Approx 6 years

Apply correct primers and undercoats

APPLICATION

Water
paint with a scraper and sand Roller or BrushClean equipment wiith

LOW SHEEN

Low Sheen Finish

Pure Acrylic Dispersion

Remove all loose and flaking 

CLEANING SURFACE PREP
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