
Description
A new generation water reducible pigmented acrylic bonding liquid formulated to penetrate and
bind all loose dust and powder on underbound surfaces to provide a good base for the
final coats. This new unique hybrid polymer, which has a solvent based core, provides
the penetrating power into the substrate. No undercoat is necessary before overcoating.
Product is supplied ready for use.
Equipment can be cleaned with water.

Recommended Uses
As a primer on to:
1.  Rhinolite
2.  Underbound powdery cementitious surfaces.

Technical Data
Drying time Touch dry 30 minutes @ 25°C

Overcoating time After 4 hours but 16 hours recommended
ph 8
Viscosity 100 Krebb units @ 25°C

Appearance Solid matt white finish
Specific gravity 1.34 kg/l
Alkali resistance Excellent
Resistance to water Good
Flexibility Good
Practicle spreading rate 7 m²/l - smooth cementtitious surfaces

8.5 m²/l - rhinolite surfaces

Recommended dry film 40 microns 
1 coat applied at 100 microns
wet film thickness

Figures represent approximate values.

PIGMENTED BONDING LIQUID

Powdery Surface Primer
Acrylic Copolymer Solution

CLEANING APPLICATION 
METHOD

SURFACE PREP

Clean equipment with 
water and then
Q.D. Thinners

Roller
Brush

Remove loose flaking paint
Dust + clean

If surface is powdery
apply pigmented bonding

liquid
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