
 
 
 
 
 
 
 
 
 

MATERIAL SAFETY DATA SHEET 
 

ANTI FUNGAL WASH 
 
 
PHYSICAL PROPERTIES : 
 
Biocidal product based on benzalkonium chloride and orthophenyl phenol. 
Relative Density    0.99 kg/l 
Boiling point : 100%    82 degrees C 
Completely soluble in water 
Product is not self-igniting 
 
OTHER CHARACTERISTICS: 
 
Conditions to avoid: Anionic Compounds. 
Corrosive and dangerous to the environment.  
 
 
HAZARDS   PREVENTION  FIRE EXTINGUISHERS/ 
SYMPTOMS       FIRST AID 
 
FIRE :    No open flames.  No  Foam.  Carbon Dioxide.  Dry 
FLAMMABLE  smoking.            powder.  Fog to cool&control 
                                                                                                Water spray.  
 
INHALATION :  In case of insufficient  Move to fresh air.  In severe 
Sore throat, coughing  ventilation, use available cases seek medical attention . 
and dizziness.    respiratory protection.  Treat as a stretcher case. 
 
 
SKIN : Wear     Immediately remove 
Redness.  Repeated  impervious gloves and contaminated clothing 
contact could cause burns   protective clothing.  and drench affected area 
to skin              with running water. Wash 
        with Polyethylene Glycol 400  
        if available. Immediate 

medical attention necessary. 
        Failure to treat burns can 
        prevent wounds from heeling. 
 



 
 
 
 
 
HAZARDS   PREVENTION  FIRE EXTINGUISHERS/ 
SYMPTOMS       FIRST AID 
 
EYES :         
Redness, pain and  Use face shields or         Immediately wash eyes 
blurred vision   goggles. Avoid direct  with plenty of running 
    contact    water for 20 minutes. Get 
        medical attention. 
 
 
INGESTION :   Observe the rules of  Rinse mouth well. 
Sore throat, nausea  hygiene. Wash hands   Drink lots of water 
and abdominal pain  before eating or drinking. Initiate vomiting if 
         patient is conscious. 
Information to doctor:  Probable mucosal damage may contraindicate the use 
    of gastric lavage. 
 
SPILLAGE : 
Keep out of sewers.  Maintain high housekeeping standards.  Absorb in sand or inert 
absorbent. 
 
 
DISPOSAL : 
As required by local authorities. 
 
 
STORAGE : 
Store in a cool place and prevent any contact from any source of ignition.  Keep separate 
from oxidizers and explosives. 
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