
 

 

MULTI PURPOSE POLYURETHANE SEALER 

                  Smooth Clear Gloss Finish 

                                                                   2 Pack Polyurethane 

Description 

Multi Purpose Sealer is a two part solvent borne polyurethane sealer for interior and exterior use. 

Recommended Use 

As a sealer where abrasion and chemical resistance are required. The product can be used on metal, 

wood, concrete, cementitious and fiberglass surfaces. 

Properties 

1. Water resistant 

2. Abrasion resistant 

3. UV resistant 

4. Chemical resistant – withstands alkalis, diluted acids and household stains 

5. Petrol and Diesel resistant 

Technical data 

Appearance     Smooth clear gloss finish 

Consistency at 25°C    30 sec Ford Cup no.4 (after mixing 2 parts) 

Density      0.974 kg/l 

Solids content     Mass solids :  40.38% 

      Volume solids :  37.68% 

Flash Point     > 27°C 

Recommended wet film thickness  2 coats at 90 microns per coat 

Recommended dry film thickness 2 coats as above = 68 microns. (Very porous 

surfaces need 3 coats) 



Application Brush, Roller or spray (20% xylene by volume may 

be added when spraying) 

Spreading rate 4 -7 m²/lt depending on surface porosity 

 

Surface Preparation 

Ensure that surfaces are clean, dry and sound before application. 

 

Types of surfaces : 

1. Steel : Apply 2 coats on to prepared and clean steel surface showing no signs of rust 

 

2. Smooth floated concrete : Acid wash, rinse and ensure that the surface is dry (moisture level 

must be below 9 %). Apply 2 coats. 

3. Wood : Sand and clean. Apply 2 coats. 

4. Porous cementitious tiles and concrete : Clean. Ensure that the surface is dry. Apply 2 – 3  

coats 

5. Fibreglass : Clean and abrade to a matt finish. Apply 2 coats 

6. Existing painted surfaces : Not recommended to coat unless the underlying paint is an epoxy 

or a 2 pack polyurethane, then : Abrade to an even matt finish and apply 2 coats 

Mixing, application and cleaning :  

Add the catalyst to the base, stir thoroughly with a flat paddle and allow to stand for 10 minutes 

before application. The ratio is 4 parts base to 1 part catalyst. 

Apply the product as supplied with a brush or roller. On smooth surfaces use a white mowhair roller 

and for rough surfaces use a short/medium woven pile roller.  

In the case of spraying 20 % xylene by volume may be added for ease of application. Ensure that the 

temperature is between 10 and 40° C and that the relative humidity is not higher than 80% as this 

interferes with the curing of the product.  

Clean all application equipment with Lacquer thinners. 

Drying time : 

Potlife :   2 hours after mixing the 2 components together 

Touch dry :  40 minutes @ 25°C 

Overcoating time :  1 hour 30 minutes @ 25°C 

Hard dry :   6 hours 

Exposure to traffic :  24 hours 

Limitations : 

1. Can not be applied over architectural / decorative coatings 

2. If moisture levels of surfaces exceed 9% it will interfere with the curing process of the sealer 

3. Ensure that the catalyst is well sealed and free of moisture due to the isocyanate content. 



4. Use the product within 2 hours of mixing the catalyst and the base together. 

5. Once the product has cured (longer than 24 hours) recoating will require sanding of the 

surface to ensure proper intercoat adhesion. 

6. Solvents like MEK, Lacquer Thinners and high aromatics might soften the sealer upon 

exposure. Once these solvents evaporate the sealer regains its hardness.     

Storage : 

Store away from direct heat, sun and severe cold with adequate ventilation. Seal containers 

properly. 

  

 

 

    

   


