
             

                                                                          

Description
A water based bitumen providing a liquid waterproofing system when used with membrane.  

Recommended Uses

Waterproofing of walls, flat roofs, balconies, verandas, fish ponds, retaining walls with backfill, 

galvanised iron and steel.

Surface preparation
All surfaces must be clean and free from loose dust and dirt. If there are any signs of fungi the surface 
should be treated with an Anti Fungal Wash.

Cementitious:

Mix 1 part Bituseal with 1 part water and prime the area. 1 lt of this mix should cover
approximately 4 m² depending on the surface porosity.

Galvanised Iron: 

Prime with Fillrite Acrylic Corrocote

Steel: 

Prime with Fillrite Etch Primer

Application
Apply a thick coat of Bituseal to the area that needs to be waterproofed. Embed the membrane into the
Bituseal and smooth out all the wrinkles. Allow to dry for 3 hours.
Apply a second coat on to the membrane and make sure that it is completely saturated. Allow to dry
Apply a third/final coat and make sure that no fabric is visible.
Allow the system to cure for 10 days before overcoating with Fillrite Bitumen Aluminium.

Technical Data
S.G. 1.15 kg/l
Total solids mass 48%
Flash Point none - water based
Colour Black
Flexibility Excellent
Appearance Matt Black
Drying time @ 23°C Touch dry : 1 hour

Hard dry : 24 hours
Fully cured : 10 days

Consisitency Thixotropic
Coverage 2.5 l/m² (0.4m²/l) for full system including 

membrane

0.5 l/m² (2 m²/l) per coat without membrane

Cleaning Up Clean equipment with water immediately

after using the Bituseal. If Bituseal has dried
clean with Thinners

Health and Safety 
Gloves and eye protection should be worn when working with Bituseal. 
Contact with the skin and eyes should be avoided. Upon contact with the eyes and skin wash with 
copious volumes of clean water and seek medical advice.
Upon ingestion, drink water and call for medical help.
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